
Simplify Specification—Speed Installation—Cut Costs 


Compare quality . . . appearance . . . adaptability 
. . . availability . . . and price. You’ll find that Fiat 
offers you the most! 

Here are all-metal flush compartments built for 
beauty and endurance. Panels are of stretcher-leveled 
furniture steel, either galvanized-bonderized, or cold 
rolled steel. Hardware and connections are all of 
highest quality. Finish njaterial is “Polycon,” a 
silicon-fortified liquid plastic combination that has 
been heat cured and converted into a solid, tough 


film. “Polycon” was developed by FIAT after years 
of research—has an exceptionally high resistance to 
salt spray, humidity, sodium hydroxide and sul¬ 
phuric acid. 

The Fiat representative is qualified through ex¬ 
perience to supply you with facts and figures that 
will save you time, trouble and money. He will be 
happy to consult with you on any special design 
problems. Call him soon for information on toilet 
compartments that’ll put you years ahead! 


FIAT. 






























































































FIAT) ARISTO 

compartments 

CEILING-HUNG OR FLOOR-SUPPORTED 
THE FINEST QUALITY AVAILABLE 


SPECIFICATIONS 


general— All toilet compartments shall be the Aristo Ceiling 
Hung (or Aristo Floor Braced) Type as manufactured by the Fiat 
Metal Manufacturing Company. 

door end partitions— Shall be constructed of two sheets of 
#20 gauge stretcher leveled, extra smooth, bonderized-galvanized 
steel with fiber board sound deadener cemented uniformly to the 
metal. Doors and partitions shall be bound and interlocked under 
tension with drawn moulding welded on the corners. 

pilasters— Shall be 1 thick and constructed of two sheets of 
#16 gauge stretcher leveled, bonderized-galvanized steel ce¬ 
mented under pressure to a sound deadening core and inter¬ 
locked together to form a tight tensile grip. (For Ceiling Hung 
installation)—Pilasters, when set in place, shall be securely 
anchored to the ceiling by means of Jack screw leveling through 
a built-in anchoring device. The top of the pilaster and ceiling 
connection shall be concealed by a 3" high stainless steel plinth. 


(Floor supported installation)—Pilasters, when set in place, shall 
be securely anchored to the floor by means of Jack screw leveling 
through a built-in anchoring device. The bottom of pilasters 
and floor connection shall be concealed by a 3" high stainless 
steel two piece plinth. 

Hardware A fittings— All hardware shall be FIAT “Life- 
Line" hardware with In-a-door gravity hinges of “Zytel" nylon and 
stainless steel pintle. Hinge brackets, keeper and bumper, coat 
hook and bumper, sliding door bolt, two-piece plinth and stirrup 
brackets to be stainless steel or non-ferrous metal brushed satin 
finished. Hardware shall be fastened with theft-proof screws, 
finish— All surfaces to be thoroughly cleaned before finishing. 
Finish to be silicon reinforced poly plastic finish heat-cured for 
maximum protection and service life. Finish to be one color or 
one combination of two colors selected from Fiat’s standard color 
chart. 



aristo jr. 
compartments 

54" high—for children in 
kindergarten and lower 
grades. These compart¬ 
ments have all the out¬ 
standing features of Aristo 
floor-supported models. 
Panels and doors are 6" 
off floor; this keeps chil¬ 
dren in the confines of the 
compartment and dis¬ 
courages trips to adjoin¬ 
ing compartments. 



Hospital cubicles 

For hospital and institu¬ 
tional wards requiring 
semi-privacy ... and cross 
ventilation without drafts 
. . . investigate Fiat cubi¬ 
cles.Special requirements 
can be met. Contact Fiat 
representative for com¬ 
plete information. 
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DURO 


compartments 


MODERN, FLUSH-SURFACE DESIGN . . . HEADRAIL BRACED 


SPECIFICATIONS 


general— All toilet and shower dressing compartments shall 
be DURO Flush Type (headrail braced), of bonderized-galvanized 
steel or furniture stock cold rolled stretcher leveled, extra smooth 
steel (specify preference) as manufactured by Fiat Metal Manu¬ 
facturing Company. 

door and partitions— Shall be constructed of two sheets 
of #20 gauge stretcher leveled, extra smooth steel with fiber board 
sound deadener cemented uniformly to the metal. All edges shall 
be bound and interlocked with drawn moulding welded on the 
corners. Headrail shall be 1" x 1%" tubing. 

pilasters— Shall be 1%" thick and constructed of two sheets of 
#20 gauge stretcher leveled steel, with fiber board sound dead¬ 
ener cemented uniformly to the metal, and interlocked together 
to form a tight tensile grip. (When 2" pilasters are used, pilasters 
shall be 2 " #16 gauge steel tubing.) Pilasters when set in place 


shall be securely anchored to the floor with an adjustable floor 
saddle and locking bolt. Plinth retainer to be integral with floor 
saddle. The base of pilasters and floor connection shall be con¬ 
cealed by a 3" high stainless steel two piece plinth. 

hardware A fittings— All hardware shall be FIAT “Life- 
Line” hardware with In-a-door gravity hinges of “Zytel M nylon 
and stainless steel pintle. Hinge brackets, keeper and bumper, 
coat hook and bumper, sliding door bolt and stirrup brackets 
shall be non-ferrous metal brushed satin finished. Two-piece 
plinth shall be stainless steel brushed satin finished. Hardware 
shall be fastened with theft-proof screws, 
finish All surfaces to be thoroughly cleaned before finishing. 
Finish to be silicon reinforced poly plastic finish heat-cured for 
maximum protection and service life. Finish to be one color or a 
combination of two colors selected from Fiat’s color chart. 





ENTRANCE SCREEN WITH DOOR 
(or without door) 


SIGHT SCREENS 


WALL HUNG URINAL SCREENS 


FLOOR SUPPORTED 
URINAL SCREENS 




















































ft Features that put FIAT toilet compartments 







NO RUST 


years ahead in styling, economy and service! 


.. . with smooth-acting long last¬ 
ing Zytel* Nylon Hinge —Here’s 
a gravity hinge of durable nylon that 
NEVER needs care! No springs to 
replace ... no undersized ball bear¬ 
ings to wear out ... no periodic 
adjustments to make ... no lubrica¬ 
tion required. A million-cycle test 
revealed no visible signs of wear! 
This exclusive Fiat engineering de¬ 
velopment is just one of the reasons 
you’ll be YEARS AHEAD with Fiat 
compartments! 

*DuPont T.M. 


. . . with exclusive 
“Life-Line” hardware 

TOP hinge with Zytel Nylon 
bearing surface recessed indoor 
cut out. Can’t corrode, remains 
chemically inert up to 450 F. 

slide bolt works smoothly 
and surely,cushioned with nylon. 

GRAVITY HINGE also con¬ 
cealed in door. 

STIRRUPS newly designed to 
resist corrosion and permanently 
support compartments. 


. . . with “golden 
gate” door 

This door stands up to roughest 
use because it’s engineered far 
beyond accepted standards. 
Here’s the “inside story” in 3 
parts: 1—Load equalizer distrib¬ 
utes load away from top hinge, 
provides protection against such 
unusual loads as children swing¬ 
ing on door. 2—Impact absorber 
distributes shock of slamming 
over wide area. 3—Stress resistor 
provides basic side-to-bottom 
support and positively prevents 
door sway. 


FIAT, 




Send for complete catalog No. 570 


' FIAT METAL MANUFACTURING COMPANY 


Long Island City 1, N.Y 
Printed In U.S.A. 



9301 Belmont Avenue, Franklin Park, Illinois (Chicago suburb) 


Los Angeles 63, Calif. Albany, Georgia 


)rillia, Ontario, Canada 
Copyright 1958 Fiat Metal Mfg. Co. 
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